
Water Closet 

• Min. 3" 	90 deg long 

	

Min. 2" drain line 	turn ell \ 
Min. 1-1/2" 

Wye & 45 ° : /` 	 trap 
.61.■■■■■GLJIOL ■ 	 tj7  

TUB 
Min. 

k l-1/4" 
trap 

Approved Cap 

Approved Flashing 

Type B Vent 
(Double wall pipe) 

Single wall pipe same size as 

water heater vent opening 

Hol woter 	 

3/4" min. 

Shut-Off 
Volvo 7 

Approved flex connector 
* or pipe rigid with union 

Min. 3" 

Min. 1-1/4" 	Shower 
Water Closet 	trap 

Wye &. 45 °  
4- 

2" Min. Drain Line 	 90 degree 
Long Turn Ell 

*Min. 2" trap 

Min. 3" building drain extend 2' to 5' 
outside building 

VV:v.4.4. 1...w. 

Min. 2" drain 'IP ' 

Min. 1-1/2" vent 

Kitchen Sink 

STATE OF COLORADO 
Examining Board of Plumbers 
(Below is a sample of a 2 story, 2 bathroom home) 

HOMEOWNER INSTRUCTIONS 
For minimum plumbing standards, refer to 1994 lin/ orm 	Code Cook 

—{_cMin. 3" vent extend 6" above roof 

Mir.. 2" vent 

Lavatory 

Flood 
Leve l  

1-1/2" vent 

ALTERNATE 
For single bath or one 
story dwelling eliminate 
2" vent on water closet 	 
and continue 3" vent —.-
stack through roof 

2" Vent 

1-1/2" Vent 
to Flood 

• Leve 

Lavatory 

Vent line 
Min. size 1-1/2" 

5' Max. distance 
from trap seal to 
vent 

Vent shall terminate no less than one (1) foot above 
the roof, nor less than four (4) feet from any portion 
of the building which extends at an angle of more 
than 45 degrees upward from horizontal. 

Root 

1" clearance 
	

Water Pipe Material 
to combustible 
	

Copper 

	

Cotano 	- 	C P.V.C. 
• Size 	wnter 	pipe 

3/4" min. up to the 
last twp fixtures; 

	

Cold Water 	 1/2" min. for last 

3/4" minimum 	 two fixtures 
3/4" full-flow valve 	Most 	fixtures 

require 1/2" min. 
3/0" minimum approved stubbed out of wall 

T & P valve 	 to fixture shut-off 
valve connection. 

t•z. P drain pipe to approved drain 

3/4 full-flow valve on water service inside 

building 

,..,3/4" minimum water service 

GAS FIRED WATER HEATER W11 1 GRAVITY VENT 

Min. 1-1/2" trap 

Mtn 2 -  drain --b. 

2" cleanout 

Wye & 45° 

Full size cleanout 

NOTE: 
- Material ABS or PVC schedule 40 - no mixing of ABS or PVC (Black & White) 
- Min. fall 1/4" per foot 
• MM. horizontal strapping every 4' 
- Use approved drainne fitting where required 

Min. 1-1/2" vent 
Automatic Wash Machine 

Min, 2" Standpipe 

Min. 18" 

Max. 30" 

Min. 2" P-trap not less 
6" and not more than 
18" above the floor 

Long turn 90 dcgcc cll 
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